
DRAFT TABLE 1
Existing LWG Sediment Samples

Grainsize Analysis
ConocoPhillips Portland Terminal

Relative Depth of Sediment 
Sample Boring

Sample
Location Sample ID

Depth
(feet) Silt (%) Clay (%) Sand (%) Gravel (%)

Boring is outside the proposed B019 LW2-B019 0.0-0.5 11.9 3.68 70.1 16.3
excavation BT021 LW2-GBT021 0.0-0.3 35.3 6.36 57.9 0.83

C401 LW2-C401-B 1.0-2.3 39.1 7.04 48.9 3.01
LW2-C401-C 2.3-6.2 17.2 5.08 76.0 1.46
LW2-C401-D 6.2-9.1 16.0 5.08 75.9 2.00
LW2-C401-E 9.1-12.0 39.1 12.2 47.8 0.04
LW2-C401-F 12.0-16.5 61.0 15.3 24.1 0

C695 LW3-C695-B 1.0-3.1 24.1 31.8 56.2 0.89
LW3-C695-D 7.3-11.3 65.3 11.8 35.4 1.06
LW3-C695-E 11.3-12.6 68.8 13.6 18.1 0.42

G394 LW2-G394 0.0-0.8 48.5 13.8 37.6 0.34
G399 LW2-G399 0.0-0.7 27.6 2.80 69.6 0.27
G401 LW2-G401 0.0-0.9 56.9 5.41 32.5 2.00
G404 LW2-G404 0.0-0.8 67.8 7.51 26.1 1.12
G694 LW3-G694 0.0-0.7 63.9 6.74 32.0 0.45
GSP07W LW3-GSP07W 0.0-0.6 52.8 15.6 15.9 5.34
NA-3B NA-3B-0034 0.0-1.1 67.6 5.21 20.7 0.37

NA-3B-3464 1.1-2.1 37.6 3.22 58.6 0.35
NA-3B-6494 2.1-3.1 54.6 5.49 38.5 0.68

Boring penetrates through C532 LW2-C532-A 0.0-1.0 72.2 11.1 15.2 0.06
bottom of proposed excavation LW2-C532-B 1.0-3.2 69.5 9.58 19.8 0.09

LW2-C532-C 3.2-6.5 77.8 14.5 7.66 0.10
LW2-C532-E 9.6-11.1 59.9 19.0 20.3 0.06
LW2-C532-F 11.1-12.2 33.4 1.01 56.2 0

Boring terminates within the ST014 LW3-ST3014 surface 76.8 10.2 13.0 0.17
proposed excavation LW3-ST4-014 surface 71.7 6.47 20.8 0.98

W09APG LWG2-PG-W9A 0.0-0.8 64.8 14.2 20.7 0.84
W09CPG LWG2-PG-W9C 0.0-1.0 65.4 10.7 21.9 0.55
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